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OPERATING INSTRUCTION MANUAL
Sec: | mtroduction
Thask you for selecting the Ledah DT-850 paper folding machine.
This unit has been developed for ease of operation and low
maintenance. It ks recommended that you take particular care in the
sewing up of your peper folder and familiarize yourself with the
machine by reading and following the operators instructions carefully.
The letter folder mode] DT-850 is covered by & 12 months guarantee
from date of purchase.
Sect: 2 Unpacking paper folder unit.
C-Myuwﬂﬁtmdm&cmwfa

1- Bmhldium.dimud

2- Folding plate #1

3- Folding plate #2

4 Feed tble plazs (with adjustable roller)

5- Feed table paper guides (rwo pieces with clamps)

6- Operating instructions and maintenance 100!

Sect:3

Assembly of paper folder.

Stant assembly with the machine positioned 5o the on/off switch and

wmh&kbﬁnm
Assemble paper guides and fit to the feed table. Adjust the
guides to suit the required paper width.

2- Fit the main paper feed table complete 5o that the seperator roller
and the main feed rolier are together in the center.

3- lInsext the fold plaze #1 into the left top side positioning o0 the
four locating pins situated on the inside machine housing.

4 Insertthe fold table #2 into the right bottom side under the paper
feed plate on the four locating pins on the inside machine
housing.

Sea: 4

Peper feed adjustment and set up.

“The paper retarder mechanism is situated under the main feed table.
This mechanism is adjustable to sllow the main feed roller to
automatically feed single or multiple sheets of paper. The correct
adjustment of this retarder is vital to the paper folder machine

performance.

The retard roller is adjusted by the use of a thumb screw situated
underneath the main feed table. With the power off take a sheet of
paper and slide between the retard roller and main red feed roller,
Adjust the retard roller upwards until a slight drag can be fit when
You try to remove the sheet. This is the correct set up for single sheet
msomatic feeding. To much space between the rollers will cause
more than one sheet to be fed and can cause possible jamming. To
tght adjustment will cause paper not 10 foed and excessive wear on
the feed rollers.

For multi sheet feeding of up 10 5 x sheets 80 gsn paper simply wind
back the retard roller so that a large gap sppears betwoen the two
rollers and feed directly into the muin rolier system manually.
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Section 5 Fold type settings.

The DT-850 paperfolduisupubleofpmdwinglllmndndfoldlypa
along with the ability to customize folds for individual

The standard fold styles are as follows, C-Fold (DL), Z-Fold, 1/2-Fold,
Double parallel.
Siumedun:hefo!dplnesmtbemndudseﬁn@hﬂiumm!ﬁgnm
in order to create the above fold types. The most commion type used is the
Letter Fold C-Fold (DL) and Z-Fold (Fan), For example, To set the
C-Fold(DL)typefoldyoumovediudjussnnthefoldphummbul
to the position of “Letter Fold" aligning the pointers on the adjuster bar
cueﬁxﬂymthgpodﬁonsindiwedThmomhefoldp!nemmbeZym
aﬁgnthcindimorbuwlbepoﬁﬁon”MWﬂmﬁdlydigningw!he
podionedindiwed.'l'befoldcisnnwsﬂupm fold C-Folds.

TofoldAﬂAJslu:t;inhalfsimplysameﬁ)HmNemmbelmA4
“sing)y"orAS‘single"weﬁaﬂy;ligningtheMmmmlmewm
pos‘ﬁons.mfoldublemunbszismbemwedmdmnedammd
lwd@wandmhmedimnthefoldzszolderismwmupm
fold “1/2 folds”

To customize fold types, Pre fold the desired fold type by hand first, then
mdzﬁmmfoldpodﬁm%mefoldplmudawnwhside
ywwiﬂnoﬁummwimeishnplemywrmm
ﬁnmyomddmdfu)dtypemdmﬁumthemmhinemdmonme
foldhblemnnbullhaﬁmﬁﬂdmummkqenmemonnld
plmmmberluldng!hemoodfokimusnmthsmfoldby
trying a single sheet at low speed. If fold is acceptable then the unit is set
up ready for customized folds,

Sect 5

Loading the paper into the feed table.

Correct loading of the paper into the paper folder is essential for trouble
free folding, Friction fed paper folders like the DT-850 require you to
lodthepapuinasﬁngledbﬂd;wbjchiss;imylemdeﬁ'eaivemﬂhod
wham.lm:dohbemkofpapa‘beingloadedasuqnmblockhm
the folder the stack should be shingled or fanned back 5o as each end of
the stack is now angled or shingled. Once this is achieved load the stack
otpaperimnlhzfeduhlewkhthewpsheuposiﬁomdimoxhemﬁn
(red) feed roller. The folder is ready to operate.

Sect 6

Speed control,

The correct speed for general folding applications is 1/4 turn of the speed
control knob. If folding multiples manually then you should increase the
speed to around 1/2 turtt of cantrol knob,
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clothing and pinch fingers. During operation and maintenance keep
mummmmumu‘umof
disassembly of side covers should only be done with power cord
disconnected.

of foid tables
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